
Muffola di giunzione in linea Datasheet

La muffola di giunzione in linea è adatta per la protezione di giunti ottici in applicazioni derivate e dirette. Il contenitore ben studiato e stampato ad
iniezione è impenetrabile dagli elementi. Può proteggere i giunti in tutta sicurezza in ambienti con temperature da -40°C a +65 °C. Adatta ad
installazioni aeree, sotterranee, su muri o in condotti interrati.

Caratteristiche
Alloggia da 24 a 192 giunti■

Riapertura facile■

3 posizioni di ingresso cavi su ciascuna estremità■

Kit di terminazione e giuntura incluso■

Guarnizione integrata, ermetica e impermeabile■

Ideale per riparazione cavi■

Conforme alle normative RoHS■

Utilizzabile in localizzazioni di giuntura di tipo through, branch o■

mid-span
Adatto ad applicazioni aeree, sotterranee, in condotti o■

direttamente interrate
Classificazione IP 68: adatta ad installazione subaquee fino a 1,5 m■

di profondità

Specifiche tecniche
SPECIFICATION: (HEIGHT WILL VARY AS SPLICE COUNT
INCREASES)

24 to 72 Splice enclosure: 210 (W) x 450 (D) x 90.5 (H)
mm 2kg

144 to 192 Splice enclosure: 216 (W) x 450 (D) x 150 (H)
mm 3kg

PRODUCT SPECIFICATION  
Maximum Single Fibre Count 48 to 192
Maximum Fibres Per Tray 24
Maximum Number Of Trays 8
Number Of Cable Entry Points 6
Suitable For Cable Diameter 8mm to 16mm Ø
Sealing Rating IP68
Sealing Method For All Entry And Exit Mechanical (compression)
Colour Black
Material ABS
RoHS Compliant Yes
Optimal Operating Temperature -40 °C to +65 °C

 

 

Codice prodotto
DESCRIPTION Part Number
24 Splice Inline enclosure INLINE01
48 Splice Inline enclosure INLINE02
72 Splice Inline enclosure INLINE03
144 Splice Inline enclosure INLINE04
192 Splice Inline enclosure INLINE05



Ulteriori informazioni
For additional information please contact your sales representative■

Downloaded from http://www.fibrefab.it/products-it/muffole/inline-enclosure/■

FibreFab reserves the right to make changes to the product specifications in this datasheet at any time without notice■

Per maggiori informazioni aggiornate consultare la scheda tecnica nella versione in inglese.■

Information in this document is correct as of June 17, 2015■
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